
 Water and Sewer Dept Zero Turn Mower 

Bid Specifications  

 
Engine  27 hp Kawasaki or equivalent 

                                      

Cooling  Air Cooled 

                                      

Air Cleaner  Heavy duty canister 

                                      

Engine Warranty   3 year 

 

Drive System 

 Type    Dual hydrostatic 

 Pumps     21cc Hydro-Gear PY pumps 

 Wheel motors   Parker TG310 

 Hydraulic lines  stainless steel Parker seal loc tech 

 Hydraulic Cooling    Oil cooler with 8in fan 

 Reservoir capacity  3 gallons 

 Speed   up to 14 mph 

 Parking brake   patented automatic 

 

Cutting Deck   60” side discharge 

Cutting Heights   1” to5.5” 

Deck Lift    Foot Operated  

Depth    5.5” 

Spindles    Ductile Cast iron with steel shafts and sealed ball bearings  

Drive    Electric PTO clutch  

Construction   7ga.welded steel 

Blades    3 

  

Seat                              I3M suspension seat 

Drive Tires   24 x 12x 12 

 

Front Caster Tires   13 x 6.50-6  

 

Casters     front casters wheels mounted with sealed ball bearings 

Front Caster Forks   flex forks 

 

Tractor Frame  Welded heavy-duty tubular steel 

 

Turning Radius  True zero turn 

 

Drive-Wheel 

Release  Allows unit movement without engine running 

 

Fuel Capacity  11.7 gallons 

 

Electrical  12-volt battery with 40-amp alternator 

 

Hour Meter  Standard 

 

Engine Temperature 

Gauge  Standard 

 

Voltage Gauge  Standard 

 

Safety Package  Operator Presence Controls (OPC) and drive system interlock 

 

These specifications are guidelines.  Bids will be received on approved equals 


